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MOUNTING ELEMENTS TO BOOM (See complete half antenna sketch)
NOTE: The completed element tips are NOT installed as yet.

1. Rotate boom until splice bolts are diagonal, heads up. Center element #1 (Reflector
insulator 3" from the boom end and tighten the band clamp.

2. Mount element §2 (Rear-Oriven) 74" from #1 (center-to-center). Align element with
reflector and tighten clamp.

3. Loosely mount element #3 (Front Driven) 55" forward of #2 (Rear Driven).

Slide 553" phasing straps through two
standoffs until they are centered.
Apply paste around the strap holes
and install straps between elements
#2 and #3. Place ends onto inner set”
of element mounting screw studs (oyer
existing nuts). Slide element #3 for-
ward to fit straps. Be sure straps
cross at center and connect to element
halves on opposite sideof the boom.
Secure with #10 lockwashers & nuts.

5. Tension the phasing straps by tapping element #3 away from #2 until straps are
taut. (Hold boom straight for this operation.) Align #3 element sections with
the others and tighten clamp.

“T* Match Section omitted
for clarity.
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Place Director D1 59" forward of the Front Driven Element. Align and secure.

Once elements are allcorrectly aligned, the HTM-350 clamps may be additionally
secured. Drill a small hole into boom (#38 drill) through existing hole in HTM-350
band clamp. Tighten a #6 x 3/8" sheetmetal screw into hole.

This operation is recommended especially if you live in an area with extreme
weather conditions or if it is 1ikely that the elements will snag on guy wires,
trees, or other obstacles during installation of the antenna.
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