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-~ Dab a bit of paste on the end and threads of the

\ '
prepare eight 5/8" compression clamps as shown. \‘<’

10-32 x 3/8" hexhead screw. Position the 10-32
nut in the clamp and thread together.

Beginning with Director D1 capacitor bank (3/8"0.D.

x 72"}, spread a small amount of paste on both sides

of each type "A" strap fingers where they attach to

the studs. Next place fingers onto the studs.

Separate two 10 and 15M capacitor tubes 1/16" to

1/8" as required for the "A" strap holes to fit squarely on
stud. The 15M strap attaches to the screw stud on

the 3/4"0.D. x 5" section and the 10M strap to the

stud on the 20" Tength.

-
Insert a peanut into the drilled end of the 3/8" @ -

linear loading section ("L" shaped part). LINEAR
REINFORCING
[NSERT (PLANUT)

Place the drilled end onto the screw stud OVER the 10M capacitor :trap. Secure
both studs with 8-32 lockwashers and nuts.

The studs and straps are on the "top" side of the element. The vuccuum breaker holes
in the 3/8" tubes (see page 5 step 1) must also be oriented to the top. Rotate the
3/8" tubes until the felt pen marks are on "top", then tighten the 8-32 x 1/2"
screws on the “A" straps.

Slide a diamond-shaped 1inear insulator about 6" onto the shorter half (10M side)

of the 3/8"0.D. tubes. .

Using a small swab, apply paste inside the loops of the type "B :nd "C" jumpers

and to about 2" of the #"0.D. x 51" tip. Install the &" tip, "B" and "C" jumpers,
and adjust to the dimensions below by hooking a tape measure on tue type “A" capacitor
straps and pulling toward "A" and “B" or "C". Measure to the out:r edge of the

“B" and "C" straps. Tighten all hardware on this assembly. Mark it appropriately
(D1), wipe of excessive paste, and repeat for the other half.

Repeat Step 9 for the Front Driven, Rear Driven, and Reflector element parts

marking them accordmg]gao.n' TUBE

EQUIRED A B [
DIRECTOR D1 9% 5 33" 243
FRONT DRIVEN 424" 45" 43" 26"
REAR DRIVEN 513" 55" - 47 3/4" 27"
REFLECTOR 59" 603" 473" 28"

Excess length at either end has | .. . .o.cizon szcozons
no effect on tuning as long as —ion ~= —~——15
“A" dimention is not pxceeded. i i
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Element tip caps are not supplied or recommended due to potential moisture build-up

Ai‘nsj_de the tips when caps are used. ‘




8
